
Function ZA - Zap and Applymod Display
(Administrator) 
This menu-driven function allows you to obtain information about the zaps (fixes) that have been
implemented for the current version of Com-plete. In addition, it serves as a display utility for the
Com-plete applymods that are in force for the current session. 

The ZA function obtains information from the module TLFIX, which contains the fix indicators for
Com-plete. 

If you select the function code ZA from the UUTIL main menu, the Zap and Applymod Display appears
on your terminal screen: 

10:45:18        TID    16          COM-5.1.          User MBE          22.04.97
                                                                            UZA1
                         --- Zap and Applymod Display ---

        Function . . . . . . Fc                   Function . . . . . . Fc
        -------------------- --                   -------------------- --
        Zap Overview ....... ZO                   Applymod List ...... AL
        Single Zap status .. ZS                   Used Applymods ..... AU

                             Select Function .... ZO

                             <--  and operands  -->

         Zap number ........ 000                  From Applymod .....   0
                                                    to Applymod .....   0

 Enter-PF1---PF2---PF3---PF4---PF5---PF6---PF7---PF8---PF9---PF10--PF11--PF12---
                   End

Meaning of the functions:

Function Meaning 

ZO Gives an overview of which zaps are applied or not. 

ZS Displays the status of a single zap. 

AL Displays a list of all available applymods 

AU Displays the applymods that are currently effective for the Com-plete session
within the range specified in the From Applymod and to Applymod fields. 
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ZO - Zap Overview
To display an overview about the status of zaps, select the ZO function on the Zap Display menu. This
displays the following screen: 

10:43:43        TID    16          COM-5.1.          User MBE          22.04.97
 System: Lcl *                --- Zap overview ---                          UZA2

   COM-V460  I  ....+....1 I ....+....2 I ....+....3 I ....+....4 I ....+....5 I
 ------------+-------------+------------+------------+------------+------------+
  001 - 050  I  .......... I .......... I .......... I .......... I .......... I
  051 - 100  I  .......... I .......... I .......... I .......... I .......... I
  101 - 150  I  .......... I .......... I .......... I .......... I .......... I
  151 - 200  I  .......... I .......... I .......... I .......... I .......... I
  201 - 250  I  .......... I .......... I .......... I .......... I .......... I
  251 - 300  I  .......... I .......... I .......... I .......... I .......... I
  301 - 350  I  .......... I .......... I .......... I .......... I .......... I
  351 - 400  I  .......... I .......... I .......... I .......... I .......... I
  401 - 450  I  .......... I .......... I .......... I .......... I .......... I
  451 - 500  I  .......... I .......... I .......... I .......... I .......... I
  501 - 550  I  .......... I .......... I .......... I .......... I .......... I
  551 - 600  I  .......... I .......... I .......... I .......... I .......... I
  601 - 650  I  .......... I .......... I .......... I .......... I .......... I
  651 - 700  I  .......... I .......... I .......... I .......... I .......... I
  701 - 750  I  .......... I .......... I .......... I .......... I .......... I

 Enter-PF1---PF2---PF3---PF4---PF5---PF6---PF7---PF8---PF9---PF10--PF11--PF12---
                   End                     bwd   fwd                     Quit

The digit in every position that represents a specific zap number denotes the SM level of Com-plete for
which the zap was applied. Zaps applied by your installation to solve a specific problem between SM
levels will be shown as a plus sign (+). 

ZS - Display Status of a Single Zap 
To retrieve information about the status of a single zap, select the ZS function and enter the number in the 
Zap number field. The status information on the selected zap is displayed in the message line of the
screen, for example: 
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comzap0004-* Zap CP46100 is  - NOT -  applied
10:45:18        TID    16          COM-5.1.          User MBE          22.04.97
                                                                            UZA1
                         --- Zap and Applymod Display ---

        Function . . . . . . Fc                   Function . . . . . . Fc
        -------------------- --                   -------------------- --
        Zap Overview ....... ZO                   Applymod List ...... AL
        Single Zap status .. ZS                   Used Applymods ..... AU

                             Select Function .... ZS

                             <--  and operands  -->

         Zap number ........ 100                  From Applymod .....   0
                                                    to Applymod .....   0

 Enter-PF1---PF2---PF3---PF4---PF5---PF6---PF7---PF8---PF9---PF10--PF11--PF12---
                   End

AL - Display Applymod List 
To display a list of all available applymods, select the AL function on the Zap and Applymod Display
screen: 

11:23:29        TID    13          COM-5.1.          User MBE          22.04.97
                            --- Applymod Display ---                        UZA3
 S Nbr St Applymod Usage                                                  Mod
 - --- -- --------------------------------------------------------------- ---
     1 On No page eject at start of a hardcopy                             Y
     2 On Page eject after a hardcopy                                      Y
     3    Call ULSRPSFS for each internal Com-plete operation
     4    UEDIT does not delete SD file at termination                     Y
     5    Display date and time on the hello message                       Y
     6    Noncontrol users may issue operator commands                     Y
     7    Noncontrol terminals may issue TID functions                     Y
     8    ... Currently no function assigned to this Applymod
     9    ... Currently no function assigned to this Applymod
    10    ... Currently no function assigned to this Applymod
    11    ULOG: Display the Account field                                  Y
    12    UQ: Pass ’//*UQ ...’ card to UUQEX1, except ’//*UQ ALLOW’        Y
    13    Mapping system rewrites map constant fields                      Y
    14    Priority messages can be sent from batch programs                Y
    15    No MSG/PO if it gets an I/O error                                Y
    16    UEDIT Submit default is NOSAVE                                   Y

 Enter-PF1---PF2---PF3---PF4---PF5---PF6---PF7---PF8---PF9---PF10--PF11--PF12---
                   End                     bwd   fwd                     Quit

Applymods currently set are indicated by "On" in the column headed "St". Dynamic applymods are
indicated in this display "Y" in the column headed "M". 
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Modifying Applymods (Control Users only) 

Applymods that are defined as dynamic can be activated or deactivated from this list by
entering "F" (Flip) for the applymod in the column headed "S". 

Note:
Applymod modifications are in effect system-wide during the current Com-plete session
only. If you want the applymod to be effective for a longer period, use the APPLYMOD
sysparm and restart Com-plete. 

Displaying Information on Applymods 

You can display information about an applymod by selecting it with the "I" line
command in the column headed "S". 

For additional details on applymods, see Getchr Information Table  in the Com-plete
System Programming documentation or enter "H" for HELP in the "S" column. 

AU - Display Used Applymods 
To display the applymods that are currently in force for the Com-plete session, select the AU function
from the Zap and Applymod Display. The following screen is displayed: 

11:33:54        TID    13          COM-5.1.          User MBE          22.04.97
                            --- Applymod Display ---                        UZA3
 S Nbr St Applymod Usage                                                  Mod
 - --- -- --------------------------------------------------------------- ---
     1 On No page eject at start of a hardcopy                             Y
     2 On Page eject after a hardcopy                                      Y
    29 On Screen format taken from VTAM bind area                          Y
    52 On Logon possible through the DATA parameter of VTAM Logon          Y
    57 On Allow any userid to logon, password verified by external secsys  Y
    61 On European date in map header                                      Y
    74 On Don’t pagefix Nucleus or Tibtab
    76 On Don’t pagefix Threads
    83 On Don’t keep Password for RJE                                      Y
     0
     0
     0
     0
     0
     0
     0

 Enter-PF1---PF2---PF3---PF4---PF5---PF6---PF7---PF8---PF9---PF10--PF11--PF12---
                   End                           fwd                     Quit

The handling of used applymods is the same as for the applymod overview discribed above. 
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